§86.082-34

weight of the vehicle in operational
status with all standard equipment,
and weight of fuel at nominal tank ca-
pacity, and the weight of optional
equipment computed in accordance
with §86.082-24; incomplete light-duty
trucks shall have the curb weight spec-
ified by the manufacturer.

Zero (0) hours means that point after
normal assembly line operations and
adjustments are completed and before
ten (10) additional operating hours
have been accumulated, including
emission testing, if performed.

Zero (0) miles means that point after
initial engine starting (not to exceed
100 miles of vehicle operation, or three
hours of engine operation) at which
normal assembly line operations and
adjustments are completed, and includ-
ing emission testing, if performed.

[46 FR 50475, Oct. 13, 1981, and 47 FR 49807,
49808, Nov. 2, 1982; 62 FR 31233, June 6, 1997]

§86.082-34 Alternative procedure for
notification of additions and
changes.

(a) A manufacturer may, in lieu of
notifying the Administrator in advance
of an addition of a vehicle (or engine)
under §86.079-32 or a change in a vehi-
cle (or engine) under §86.079-33, notify
the Administrator concurrently with
making an addition of a vehicle or a
change in a vehicle, if the manufac-
turer determines that following the
change all vehicles (or engines) ef-
fected by the addition or change will
still meet the applicable emission
standards. Such notification shall in-
clude a full description of the addition
or change and any supporting docu-
mentation the manufacturer may de-
sire to include to support the manufac-
turer’s determination. The manufac-
turer’s determination that the addition
or change does not cause noncompli-
ance shall be based on an engineering
evaluation of the addition or change
and/or testing.

(b) The Administrator may require
that additional emission testing be per-
formed to support the manufacturers
original determination submitted in
paragraph (a) of this section. If addi-
tional testing is required the Adminis-
trator shall proceed as in §86.079-32 (b)
and (c) or §86.079-33 (b) and (c) as ap-
propriate. Additional test data, if re-
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quested, must be provided within 30
days of the request or the manufac-
turer must rescind the addition or
change immediately. The Adminis-
trator may grant additional time to
complete testing. If based on this addi-
tional testing or any other informa-
tion, the Administrator determines
that the vehicles effected by the addi-
tion or change do not meet the applica-
ble standards the Administrator will
notify the manufacturer to rescind the
addition or change immediately upon
receipt of the notification.

(c) Election to produce vehicles (or
engines) under this section will be
deemed to be a consent to recall all ve-
hicles (or engines) which the Adminis-
trator determines under §86.079-32(c) do
not meet applicable standards, and to
cause such nonconformity to be rem-
edied at no expense to the owner.

[46 FR 50486, Oct. 13, 1981, and 47 FR 49807,
Nov. 2, 1982]

§86.084-2 Definitions.

The definitions in §86.082-2 remain ef-
fective. The definitions listed in this
section apply beginning with the 1984
model year.

Approach angle means the smallest
angle in a plan side view of an auto-
mobile, formed by the level surface on
which the automobile is standing and a
line tangent to the front tire static
loaded radius arc and touching the un-
derside of the automobile forward of
the front tire.

Azxle clearance means the vertical dis-
tance from the level surface on which
an automobile is standing to the lowest
point on the axle differential of the
automobile.

Breakover angle means the supple-
ment of the largest angle, in the plan
side view of an automobile, that can be
formed by two lines tangent to the
front and rear static loaded radii arcs
and intersecting at a point on the un-
derside of the automobile.

Curb-idle means:

(1) For manual transmission code
light-duty trucks, the engine speed
with the transmission in neutral or
with the clutch disengaged and with
the air conditioning system, if present,
turned off. For automatic transmission
code light-duty trucks, curb-idle means
the engine speed with the automatic
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